
COMPATIBILITY (ISO 2943:1999)

Full with fl uids: HH-HL-HM-HV-HTG
(according to ISO 6743/4)
For fl uids different than the above mentio-
ned, please contact our Sales Department.

WORKING TEMPERATURE

From -25° to +110° C

MATERIALS

Head & cover:
Aluminium alloy

Diffusor:
Zinc plated steel

Element support:
Polyammide 
(aluminium alloy for FRF3+ and FRF4+)

Magnetic core:
Syntherized magnetic material

Seals:
NBR Nitrile 
(FKM - on request fl uoro-elastomer)

Indicator housing:
Brass

PRESSURE (ISO 10771-1:2002)

Max working: 
1 MPa (10 bar)

Test: 
1,5 MPa (15 bar)

Bursting: 
3 MPa (30 bar)

Collapse, differential 
for the fi lter element (ISO 2941): 
1 MPa (10 bar)

BYPASS VALVE

Setting: 
150 kPa (1,5 bar) ± 10%

RF

APPLICATION EXAMPLE

COMPONENTS
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ORDERING AND OPTION CHART
R E T U R N  F I LT E R S RF
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Area (cm2)
Media F+ Media C+ Media M+A B C kg

ERF41

ERF42

ERF43

ERF44

22.100

37.000

55.500

74.000

17.900

30.000

45.200

60.000

330

545

825

1.090

203

203

203

203

157

157

157

157

6.400

10.800

16.200

21.800

3,90

5,20

9,00

13,00

FILTER ELEMENT

N.B. 
Indicator
series 70 
only on request














